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1078A Paired - Power Limited Tray Cable 300 Volts

Total # Cond. # Pairs
25 12
AWG Stranding Type Insulation Insulation Shield
Thickness (in.)
20 (7x28) BC - Bare PVC - Polyvinyl .01800 Individual/Overall
Copper Chloride Aluminum Foil-
Polyester Tape
Jacket Jacket Thickness|| Nom. OD (in.) | Nom. Cond. DCR| Nom. Vel. of Nom. Cap.
(in.) (Ohms/M") Prop. (%) (pFI/ft)
PVC - Polyvinyl .0630 .6370 9.500 66.0 55.000
Chloride

For available colors, click the button below

For technical data, click the button below
Tech Data
or call 1-888-Belden8

or call 1-888-Belden8

Description

Paired, 12 pairs (20 AWG, stranded (7x28) BC - Bare Copper conductors, PVC - Polyvinyl Chloride insulation)
plus 1 communication wire (22 AWG, stranded (7x30) BC - Bare Copper conductors, PVC - Polyvinyl Chloride
insulation), Individual Aluminum Foil-Polyester Tape (Beldfoil) shield with 22 AWG stranded (7x30) tinned

copper drain wire, Overall Aluminum Foil-Polyester Tape (Beldfoil) shield with 20 AWG stranded (7x28) tinned
copper drain wire, 100% shield coverage, sunlight resistant PVC - Polyvinyl Chloride jacket with nylon ripcord.

BELDFOIL is a Belden registered trademark.

Disclaimer: Great effort is made to ensure the accuracy of the information presented, but errors or omissions
may occur. This listing of information is presented as a courtesy and does not ensure that a product with
these specifications is available. Specification and availability should be confirmed with a call to our sales

representative or to Customer Service. Have a question? Call us at 1-800-BELDEN-1 or send us a comment
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TECHNICAL DATA

Customer Number » |000001 Customer Name + I

To display Technical Data, enter a Product Code and press Go.

Product Code  [1078A (Go)

02-22-00 REV. 6

1078A

DESCRI PTI ON:

Example: 9269

Product Search J}

POVER LI M TED TRAY CABLE - 12 PAIRS + COVMUNI CATI ON W RE
PAI RS ARE 20 AWG (7X28) BARE COPPER, PVC | NSULATI ON,

| NDI VI DUALLY BELDFO L SHI ELDED W 22 AWG ( 7X30) TI NNED
COPPER DRAIN W RE, COVWWUNI CATION WRE | S 22 AWG ( 7X30)
BARE COPPER, PVC | NSULATI ON, OVERALL BELDFO L SHI ELD

W 20 AWG (7X28) TINNED COPPER DRAIN WRE, PVC

JACKET W TH NYLON RI PCORD.

ELECTRI CAL CHARACTERI STI CS:
MAX. OPERATI NG VOLTAGE:
NOM CONDUCTOR DC RESI STANCE
@20 DEG C (20/22 AND):
NOM SHI ELD DC RESI STANCE
@20 DEG C

(1 NDI VI DUAL) :

( OVERALL) :

NOM CAPACI TANCE BETWEEN
CONDUCTORS @ 1KHZ:
CONDUCTOR & SHI ELD @ 1KHZ:

NOM LOOP | NDUCTANCE:

MAX CONTI NUOUS CURRENT PER

CONDUCTOR @ 25 DEG. C:

PHYSI CAL CHARACTERI STI CS:
TEMPERATURE RATI NG

| NSULATI ON MATERI AL & DI A:
JACKET MATERI AL ( COLOR):
TYPE SHI ELDS AND % COVERAGE:
MAX. PULLI NG TENSI ON:

NOM WEI GHT/ 1000 FT.:

M N. BEND RADI US:

CABLE DI AVETER

300 V RMS

9.5/15 OHVS/ 1000 FT

51 OHWVS/ 1000 FT.

16 OHWVS/ 1000 FT.

30 PF/FT.
55 PF/ FT.

.19 M CRO HENERI ES/ FT.

3 A

-30 TO +105 DEG C
PVC; .068"

PVC (BLACK) SUN RES
AL/ MYLAR FOI L: 100%
468 LBS ESTI MATED
243 LBS ESTI MATED
6.6"

. 659" NOM NAL
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APPL| CABLE SPECI FI CATI ONS: UL PLTC OR | TC OR CMG
OR C(UL) CMG, FT4,
| EEE 1202

FLAVE RESI STANCE: UL 1581 VERTI CAL TRAY
CSA FT4 FLAME TEST

COLOR CODE: BLACK & WH TE NUMBERED

PAI RS, ORANGE COM W RE
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